



Plate B Vermont Random Rectangular or M Randash” Pattern Slate Floor, 
full color range. (See following pages for specifications on our slate floors). 


VERMONT STRUCTURAL SLATE CO., INC. FAIR HAVEN, VERMONT 
quarriers and finishers of natural Vermont slate since 1859 








VERMONT SLATE FLOORS 



characteristics 

Vermont Slate has long been recognized by architects as a natural stone with 
outstanding qualities as a floor material. This hard, close-grained stone has a 
remarkable resistance to wear, as indicated by numerous installations where 
our slate has been in place for many years. Practically non-absorbent, Vermont 
Slate is frequently selected for floors where resistance to acids is an important 
factor. 


The fissility or “natural cleavage” of slate permits economical fabrication, 
as the stone can be readily split to thicknesses suitable for floors, and at the 
same time provides added texture where slate in natural cleft surface is used. 

The soft and pleasing colors not only can be attractively blended in the full 
color range like our Plate B (front cover), but also offer a wide variety of color 
treatment through selection of certain color percentages. 


facilities 


Vermont Structural Slate Co., Inc., produces slate in its own quarries in the 
various unfading colors known as our standard colors for floor purposes, as 
reproduced on Plate B. Stock in the various colors is brought to our fully equipped 
finishing plants at Fair Haven, Vermont, where it is fabricated and shipped in the desired finish and color arrangement. 


St. Martha’s Episcopal Church 
Dearborn, Michigan 



standard colors 

(See Plate B on cover.) 

Unfading Green Mottled Green and Purple Clear Purple Mottled Gray Red (5% to 10%. 
All standard colors are unfading and will retain their original color effect on either interior 
or exterior installation. Small percentages of Weathering Green and Gray can be included. 


surface finishes 

Natural Cleft—Widely used for exterior terrace floors or where pronounced texture is de¬ 
sired. Sufficiently smooth for average floor where an exact finish is not required. Sizes should 
be limited to a maximum of 30" to provide a reasonably straight surface. 

Semi-rubbed—Partly rubbed to produce a level surface, but showing some of natural face. 
Sand-rubbed—A perfectly smooth, straight surface. 

Honed—Smoother than sand-rubbed and rarely used in floor slate. 


Edge Finishes—Smooth sawed or sand rubbed—typical for all floors. 

Honed—Used only at exposed edges where surface is honed. 

(Note: Trimmed (sheared) edges can be supplied for paving of no specified size, but is not recommended for first class installations.) 


“Randash” slate floor designs 

Our “Randash” slate flooring (Random Ashlar Pattern, Plate B) is widely 
used for interior floors of fine buildings, including churches, schools, office 
buildings and similar structures, as well as for exterior terraces and patio 
floors. In order to secure proper and economical installation of our 
“Randash” floors, we furnish complete layouts. A shop drawing of com¬ 
plete layout for all slate floors will be submitted to the architect before the 
slate is shipped. 

*“READY-FIT” designs 

Over a period of years, a number of floor designs of “Randash” slate 
flooring in interlocking units have been developed. They are called 
*“READY-FIT” patterns. These patterns incorporate different size ranges 
which can be selected to architects* requirements. The use of these non- 
perceptible repeat patterns improve service and reduce setting costs on 
the job as each slate is numbered in the pattern. 

If sketches or plans are submitted to us we will submit drawings of units 
of three sizes. Our “Semi-randash” patterns (Random Ashlar with a 
percentage of angle joints) will be submitted upon request. 

*Reg. U. S. Pat. Office 
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specifications for slate floors 

material: Slate flooring shall be furnished by Vermont Structural Slate Co., Inc., Fair 
Haven, Vermont, in range of colors similar to their Plate B, (or as selected). 

Slate shall be supplied in “Randash” (Random Ashlar) Pattern (or in sizes specified or 
shown on drawings), and shop drawings of floor areas shall be submitted for approval. 

Slate flooring shall have . (Natural Cleft, Semi-rubbed or Sand 

rubbed surface) smooth sawed or sand rubbed edges, and be accurately cut for setting 
with uniform ]/\ 2 " joints. 

W joints are recommended for our “Randash” Slate floors, particularly in Natural 
Cleft finish. joints are occasionally used for sand rubbed slate flooring.) 

Thickness of slate flooring shall be , (Natural Cleft slate flooring 

varies in thickness, the V 2 " averaging l / 2 " to , and 1 ^from " to 1 Vs". The %" is 
usually satisfactory for interior floors unless traffic is exceptionally heavy, and the 1" 
is recommended for exterior floors.) 



installation 

slote floors: Slate floors shall be laid in setting bed of sand and cement, 
1 to 3 mix, over concrete slab. Provide 2" to 3" from concrete slab to finish 
floor line (depending on thickness of slate) for setting bed. Setting mixture 
shall be put in nearly dry with sufficient moisture in it to make it hold 
together, and placed a little higher than finish floor level to allow tamp¬ 
ing down. Lay out each slab on setting bed and imbed to proper height, 
cutting away excess mixture not required. Then lift up each slab and coat 
the back with pure cement and water mixed to consistency of thick paste, 
spreading paste over back of slab. Turn over slab and tamp down with 
wooden block to proper level. 

All joints shall be flush joints wide and shall be pointed with 1 to 2 
cement mix the same day the floor is laid to make joints and setting bed 
monolithic. 

Sponge exposed surfaces of slate with clean water while laying slate to 
remove mortar stains. Any mortar stains left on surface of slate after slates 
are set shall be removed with a weak solution of muriatic acid. 


Slate Floor 

Residence of T. Spencer Bell, Charlotte, N. C. 

projects 

Some installations of our Vermont Slate 
Floors include: 

Floor of Nave, Cathedral of St. John the Divine, 
New York City 

Dining Hall, U. S. Military Academy, West 
Point, N. Y. 

Exterior, St. Regis College Library Building, 
Weston, Mass. 

Interior, Myers Park Baptist Church, Charlotte, 

Interior, St. Paul’s Lutheran Church, Decatur, III. 
Lobby, Phoenix Insurance Co. Building, Hartford, 
Conn. 

Interior, Broadway Temple Methodist Church, 
New York City 

Lobby, Springs Cotton Mills Office Building, Fort 
Mill, S. C. 


VERMONT SLATE SLABS FOR STRUCTURAL PURPOSES 

INTERIOR AND EXTERIOR 



Mottled Green & Purple Slate Spandrels 
New England Telephone & Telegraph Co. Building, Rutland, Vt. 


colors 

unfading green —Vermont Green is 
the standard color which we furnish 
for structural purposes. Our produc¬ 
ing quarries in this color normally 
assure an adequate supply of stock in 
sizes suitable for building uses, such 
as stair treads, window sills, thresh¬ 
olds, shower stalls and spandrels. 
While varying slightly in shade, Ver¬ 
mont Green slate is permanent in 
color, reasonably clear, and free from 
ribbons. Light green in tone, the dec¬ 
orative value of this slate, in addition 
to the non-absorbent and satisfactory 
wearing qualities, has accounted for 
the extensive use of our green slate on 
institutional and office buildings, par¬ 
ticularly for stair treads, interior and 
exterior window sills, and spandrels. 

unfading mottled green and 
purple —A unique color showing soft 
tones of green and purple slate blended 
in the same stone. 
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VERMONT SLATE SLABS FOR 
STRUCTURAL PURPOSES 

INTERIOR AND EXTERIOR (continued) 


This slate is also available from the quarries of the 
Vermont Structural Slate Co., Inc. for certain slab uses. 
Since this color has considerable variation in shade and 
marking, its use for items such as interior stair treads or 
exterior spandrels, is somewhat restricted. Interesting 
color effects can be secured, however, through the use of 
this slate for floor slabs, exterior veneer and wall coping. 

Note—We also produce Vermont Clear Purple slate 
which is occasionally used for building purposes. This 
slate is more widely used for industrial items, however, 
including electrical switchboards, etc. 

specifications 

material: All slate for shall be Vermont 

(Unfading Green or Mottled Green & Purple) as produced by 
Vermont Structural Slate Co., Inc., Fair Haven, Vermont. Samples 
shall be submitted for approval. 

finish: Slate for shall have sand rubbed finish, 

(substitute Natural Cleft, or Honed, if desired). 

Note—Sand Rubbed finish is standard for most Vermont Structural 
Slate. Slate in Natural Cleft surface is supplied with sawed or sand 
rubbed edges and is frequently used for special exterior veneer, and 
exterior treads and wall coping. Honed finish is often used for 
vertical installations such as shower slabs, fireplace facings, etc. 

sizes and thickness 

Slate for shall be . thick. (Use thick¬ 

ness desired normally 1" for items such as interior window stools, 
base and shower slabs, 134 " to 134" for stair treads,- 1 W to 3" 
for exterior sills,- thickness up to 6 can be supplied where necessary.) 

Slate slabs shall be furnished in sizes as shown on drawings (or 
according to shop drawings) of Vermont Structural Slate Co., Inc., 
to be submitted for approval. 

Note Slabs up to 8 0 or more in length can be supplied if neces¬ 
sary, but maximum lengths of approximately 6' 0" are preferred to 
assure prompt fabrication. 


r~ 



Lord & Taylor’s West Hartford, Connecticut Branch 
Irving W. Rutherford, Architect 


Vermont Slate slabs in Natural Cleft finish should be limited in size 
to approximately 2' 6" for items such as veneer, and 4' 6" for lenqths 
of coping, sills and treads. 

building uses 

interior: Stair treads, risers, base, window stools, thresholds, fire- 
place slate, floor and shower slabs. 

exterior: Steps, window sills, coping, floor, water table, spandrels 
and veneer. ' 


SALES REPRESENTATIVES 

E. A. Bullard & Son 
843 Tremont Building 
73 Tremont St., Cor. Beacon St. 

Boston 8, Mass. 

The Albermar Company 
901 Standard Life Building 
Pittsburgh 22, Pa. 

Domestic Marble and 
Supply Co., Inc. 

8 West 40th St. 

New York 18, N. Y. 


Conco Building Products, Inc. 
111 W. Washington 
Chicago 2, Illinois 


The Albemar Company 
Commercial Trust Building 
Philadelphia 2, Pa. 


King & Co., Inc. 
219-221 Dryades St. 
New Orleans 12, La. 


Charles J. Deck 
Bond Building 
Washington 5, D. C. 

The Albermar Company 
1 570 Hanna Building 
Cleveland 1 5, Ohio 


Ray T. Lyons Co. 
15115 Charlevoix Ave. 
Grosse Pointe 30, Mich. 


F. Graham Williams Co. 
1690 Boulevard, N.E. 
Atlanta 5, Georgia 

© Vermont Structural Slate Co., 


Inc., 19541 


VERMONT STRUCTURAL SLATE CO., INC. 

main office: Fair Haven, Vermont 
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